
While information is believed to be accurate, all items will be sold “As-Is, Where-Is” without guarantee or warranty.  A physical inspection is suggested. 

1440 COWPATH RD. • HATFIELD, PA  19440
215/361-9099 • Fax: 215/361-9212

`00 MACK & `89 PETE TRI-AXLES

Hunyady
Auction Company

1440 Cowpath Rd. • Hatfield, PA  19440 • 800-233-6898 • Fax: 215-361-9212

Hunyady
Auction Company

ABSOLUTE AUCTION

PRE-SORTED
FIRST CLASS MAIL

US POSTAGE
PAID

HAVERTOWN, PA
PERMIT #45

THURSDAY, MARCH 8, 2007 – 9:00AM

ABSOLUTE AUCTIONABSOLUTE AUCTION

NOTICE: The owners of John Bade & Son, Inc., are retiring from the topsoil and bulk landscaping material business and are liquidating all equipment
to pursue other interests. Additionally, consignments have been accepted from area contractors to include a complete liquidation of the remaining
assets of Kulp Paving and Zook Excavating. Everything in the auction must sell to the highest bidder regardless of price!
LOCATION: The auction will be conducted at the John Bade & Son facility, located at 4645 County Line Road, Line Lexington, PA 18932
TERMS: Payment in full is required on sale day by cash, certified funds, or check with a bank letter of guarantee. Sample letter of guarantee:  
"We hereby guarantee the payment of our customer ___________ written on his account up to __________ dollars for purchases at your auction sale
on March 8, 2007."  All guaranteed checks should be made payable to Hunyady Auction Co. Never A Buyer’s Premium! 
INSPECTION: Items will be available for inspection one week prior to the auction from 8:00 a.m. until 5:00 p.m. (with the exception of Sat. and Sun.,
March 3 and 4, at which time the site will be closed) or sale day morning from 7:00 a.m. 
REMOVAL:  After complete payment, all sale items may be removed on sale day as long as the removal activity is not disruptive to the sale and only
until 5:00 p.m. Items may also be removed Friday, March 9 and Monday, March 12 through Wednesday, March 14, from 8:00 a.m. to 5:00 p.m. 
All items must be removed no later than Wednesday, March 14, at 5:00 p.m.
SALE SITE DIRECTIONS: From I-276 (PA Turnpike East/West): Exit #339/Fort Washington – Proceed to Route 309 North. Follow Route 309 North
approximately (12.5) miles to traffic light at County Line Road (Burger King and BP Station on right corner). Turn right onto County Line Road. 
Follow approximately (1/10) mile to sale site on left.
From I-476 (PA Turnpike Northeast Extension):
Exit #31/Lansdale – Proceed through tollbooth to
traffic light at Sumneytown Pike. Turn left onto
Sumneytown Pike and follow to 2nd traffic light.
Turn left onto Forty Foot Road and follow (3.5)
miles to end (follow signs “To 309”). Turn left onto
Market Street then follow around to the right, this
becomes Unionville Pike. Continue on Unionville
Pike (1) mile to traffic light and turn right onto
Route 309 South. Follow Route 309 South (1.5)
miles and turn left onto County Line Road (at BP
Station), continue (1/10) mile to sale site on left.
AIRPORT INFORMATION: The area is serviced both
commercially and privately by Philadelphia
International Airport and Lehigh Valley
International Airport. Rental cars are available.
MOTEL INFORMATION:
Best Western Kulpsville (215) 368-3800
Comfort Inn Montgomeryville (215) 361-3600
Holiday Inn-Fort Washington (215) 643-3000
PA AUCTION LICENSE NO: AY000281
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CRAWLER LOADERS

`01 CASE 580 SUPER M, 4X4 EXTEND-A-HOE `88 CASE 1845C

SALE SITE PHONE: 
(215) 361-9099

SALE SITE FAX: 
(215) 361-9212

1986 CATERPILLAR Model
953LGP Crawler Loader,
s/n 20Z00541, powered by
Cat 3204 diesel engine and
hydrostatic transmission,
equipped with general 
purpose loader bucket with
teeth, ROPS canopy, and
20” DBG pads. In good 
condition with good under-
carriage. 

COMPLETE LIQUIDATION

`86 CAT 953LGP

(2) CAT 943’s

CAT 941B

`87 KOMATSU D41S-3

`85 KOMATSU D57S-1

BACKHOE ATTACHMENT

LOG SPLITTER ATTACHMENT

TRACTOR LOADER EXTEND-A-HOE
AND SNOW PLOW BLADE

2001 CASE Model 580 Super M, 4x4 Extend-A-
Hoe, s/n JJG0279896, powered by Case diesel
engine and powershift transmission, equipped
with general purpose loader bucket with bolt-on
cutting edge, front auxiliary hydraulics, 36” 
digging bucket, ride control, Pilot hand grip 
controls, enclosed ROPS canopy with heat, 
outrigger street pads, 12x16.5NHS front and
19.5L24 rear tires. In good to very good condition
with good tires. (00,921 Original Hours) (KULP)
2000 DANIELS 8’-12’ Hydraulic Snow Plow
Blade, with power angle, 8’ main blade with 
(2) 2’ manual wing extensions. In very good 
condition. (Fits 580M) (KULP)

`01 CASE 580 SUPER M, 4X4

2002 CASE Model 40XT Skid Steer Loader,
s/n JAF0374811, powered by Case 4 cylinder
diesel engine and hydrostatic transmission,
equipped with 60" general purpose, and
ROPS canopy. In good condition with good
tires. (340 Original Hours) (RESTAURI)
1988 CASE Model 1845C Skid Steer
Loader, s/n JAF0185577, powered by Case
diesel engine and hydrostatic transmission,
equipped with enclosed cab with heat, 
hi-flow hydraulics, 72” general purpose
loader bucket, and 12x16.5 tires. In good
condition with good tires. (DOUBLE A)
CASE Model D125 Backhoe Attachment, 
s/n JAF0216247, equipped with 24” digging
bucket, hydraulic outriggers, and operator
seat. In good condition. (DOUBLE A)
SWEEPSTER Model HB72C, 72” Hydraulic
Sweeper, with dump. In good condition.
(DOUBLE A)
EZ-SPLITTER Hydraulic Log Splitter
Attachment, 20 ton, 24” capacity. In very
good condition. (DOUBLE A)
36” Fork Attachment (DOUBLE A)
PIRANHA 72” Heavy Duty Root Grapple 
(Fits 40XT) (RESTAURI)
Steel Track Package (Fits 40XT) (RESTAURI)

SKID STEER LOADERS AND ATTACHMENTS

CATERPILLAR Model 941B
Crawler Loader, s/n 80H3835,
powered by Cat diesel engine and
powershift transmission, equipped
with general purpose loader bucket
with teeth, ROPS canopy, and 
14” DBG pads. In good condition
with fair to good undercarriage.
1987 KOMATSU Model D41S-3
Crawler Loader, s/n 06689, 
powered by Komatsu diesel engine
and powershift transmission,
equipped with general purpose
loader bucket with teeth and 
bolt-on cutting edge, ROPS
canopy, and 15.5” TBG pads. 
In good condition with fair to poor
undercarriage. 
1985 KOMATSU Model D57S-1
Crawler Loader, s/n 9456, pow-
ered by Cummins diesel engine
and powershift transmission,
equipped with general purpose
loader bucket with teeth, enclosed
ROPS cab with heat and light pack-
age. In good condition with good
undercarriage. (Approximately
1,055 Hours On Replaced
Undercarriage and New Bottom
Bucket Pins) (Rebuilt Front Idler)
(Approximately 55 Hours On
Cummins Rebuilt Engine) (ZOOK)

1986 CATERPILLAR Model 943 Crawler Loader, s/n
19Z00365, powered by Cat 3204 diesel engine and hydrostatic
transmission, equipped with general purpose loader bucket
with teeth and bolt-on cutting edges, ROPS canopy, and 
18” DBG pads. In good condition with good undercarriage.
CATERPILLAR Model 943 Crawler Loader, s/n 04Z00121,
powered by Cat 3204 diesel engine and hydrostatic 
transmission, equipped with general purpose loader bucket
with teeth and bolt-on cutting edge, ROPS canopy, and 
18” DBG pads. In good condition with fair undercarriage. 

`88 CASE 1845C

CRAWLER LOADERS

(3) OF (6) 
CRAWLER LOADERS



MOTOR SCRAPER AND GRADER

TRI-AXLE DUMP TRUCKS

2000 MACK Model RD688S Tri-Axle Dump Truck, powered by Mack E7-350 diesel engine and
Eaton Fuller transmission, equipped with Heil 17’6” steel dump body with air gate and power
tarp, 44,000# rears, 18,740# front axle, 22,000# lift axle, 2-stage Jake brake, camelback 
suspension, aluminum Budd wheels, air conditioning, heated mirrors, 385/65R22.5 front tires,
11R24.5 rear tires, and 385/65R22.5 lift tire. In good condition with fair to good tires.

NO MINIMUMS • NO RESERVES THURSDAY, MARCH 8, 2007 – 9:00AM LINE LEXINGTON, PENNSYLVANIA (MONTGOMERYVILLE AREA)

1982 FORD Model L8000 Single Axle Dump Truck, VIN#
1FDYR80U6CVA32951, powered by Cat 3208 diesel engine and 
5 speed transmission with 2 speed rear, equipped with Thiel 
10’ steel dump body (no tarp), 23,000# rear axle, 12,000# front
axle, single frame, pintle hitch with electric, 12R22.5 front and
11.00R20 tires. In good condition with good tires. 
1982 INTERNATIONAL Model 2574 Single Axle Dump Truck, 
powered by Cummins 6 cylinder diesel engine and 5 speed trans-
mission with 2 speed rear, equipped with 9’ steel dump body with
single chute, Fink 8’ tailgate spreader, tow package with pintle and
electric, and 11R22.5 tires. In fair condition with good tires. (KULP)
1972 AUTOCAR Model DC9364B Tandem Axle Dump Truck, 
powered by Cummins
NTC-270CT diesel
engine and 5 speed
transmission, equipped
with 13’ (12 cubic yard)
steel dump body, 
3-position Jake brake,
70 gallon fuel tank with
12 volt electric pump,
spring suspension, heat-
ed mirrors, air hook-ups
in rear, 11R24.5 front
and 10.00R22 rear tires.
In good condition with fair tires. (ZOOK)
1997 CHEVROLET Model 3500HD Single Axle Dump Truck,

powered by 6.5 liter
Turbo, 125HP diesel
engine and automatic
transmission, equipped
with Crysteel 8’ steel
dump body with manual
tarp, dual rear wheels,
and 225/70R19.5 tires.
In good condition with
good tires. 

ABSOLUTE AUCTION NO MINIMUMS • NO RESERVESCOMPLETE LIQUIDATION

(3) ROYER 365 SOIL SHREDDERS

`00 MACK RD688S

(4) SINGLE AXLE DUMP TRUCKS

TRUCK TRACTOR AND LOWBOY TRAILER

1987 MACK Model R688ST Tandem Axle Truck Tractor, powered by
Mack E6-350, 350HP diesel engine and 10 speed transmission,
equipped with 44,000# rears, wetline kit, engine brake, double frame,
camelback suspension, air conditioning, sliding 5th wheel, and
11R24.5 tires. In good condition with good tires. (KULP)
1990 PACE Model 35DD, 35 Ton Tandem Axle Lowboy Trailer,
equipped with hydraulic ground bearing detachable gooseneck,
21’9”x8’ level deck, 11’ deck over wheels, spring suspension, 
chain dogs, 87,000# GVWR, and 255/70R22.5 tires. In good condition
with good tires. (No Outriggers) (KULP)

`97 CHEVY 3500HD, DIESEL

TAG-A-LONG TRAILERS

1990 EAGER BEAVER Model 25HA, 25 Ton Tri-Axle Tag-A-Long
Trailer, equipped with 19’ level deck, 60” beavertail, 60” ramps, tie
down rings, air brakes, 59,500# GVWR, and 215/75R17.5. In good
condition with good tires. (ZOOK)
1994 EAGER BEAVER Model 20HAL, 20 Ton Tandem Axle Tag-A-
Long Trailer, equipped with 8’x9’ load deck, 5’ beavertail with ramps,
Roto-Ring chain dogs, air brakes, and 215/75R17.5 tires. In good
condition with good tires.
1989 EAGER BEAVER 9 Ton Tri-Axle Tag-A-Long Trailer, equipped
with 16’8”x8’ deck with 42” beavertail and ramps, and 8x14.5 tires. 
In fair condition with fair tires. (DOUBLE A)

`94 EAGER BEAVER 20 TON

AUSTIN WESTERN Model Super 300 Motor Grader, s/n M3665344, powered
by 4 cylinder Detroit
diesel engine and 
3 speed main with hi-lo
auxiliary, equipped with
13’ moldboard, front
mounted scarifier, 
articulating rear wheels,
front wheel drive,
enclosed cab with heat,
and 14.00x24 tires. In
good condition with
very good tires. 
(No Wheel Tilt) (ZOOK)

1989 PETE Model 357 Tri-Axle Dump Truck, powered
by Cat 3306B diesel engine and Fuller 8LL, 10 speed
transmission, equipped with Hewey 16’ aluminum
dump body with air gate and power tarp, tow package
with air, 2-stage engine brake, air conditioning, heated
mirrors, spring suspension, 365/80R20 front and
11R24.5 rear and lift tires. In good condition with
good tires.

PORTABLE SOIL SHREDDERS
1993 ROYER Model 365 Portable Soil Shredder, 
s/n 365-780-93, powered by Ford BSD444 diesel engine and
hydraulic drive, equipped with steel grizzly, 30” feed belt, 
35” shredder belt, 16”x12’ side discharge conveyor, mounted
on tandem axle carrier. In good condition with good tires. 
1988 ROYER Model 365 Portable Topsoil Shredder, 
s/n 365-621, powered by Ford BSD444,  diesel engine and
hydraulic drive, equipped with steel grizzly, 30” feed belt, 
35” shredder belt, 16”x12’ side discharge conveyor, mounted
on tandem axle carrier. In good condition with fair tires.

ROYER Model 365 Portable Soil Shredder, s/n 365-81-493 (from owner records), powered by Cummins 3.9 liter, 100HP diesel engine and
hydraulic drive, equipped with steel grizzly, 30” feed belt, 35” shredder belt, 16”x12’ side discharge conveyor, mounted on tandem axle carrier. 
In good condition with fair tires. (New Feed Belt; Updated Cummins Engine)
ROYER Model 365 Portable Soil Shredder, s/n 365-588, powered by Ford diesel engine (Engine Bad) (Removed But Present; Main Hydraulic
Pump, Hydraulic Motors, and Side Discharge Damaged) (Missing Belts) (Parts Only)

AUSTIN WESTERN SUPER 300

CONTRACTORS TOOLS AND MATERIAL
(110+/-) Stackable Concrete Blocks, 6’Lx2’Hx2”W
• (4) 60# and (2) 80# Pneumatic Paving Breakers
• (2) Pneumatic Concrete Drills • Drill and Breaker
Steel • (2) Pneumatic Concrete Saws • (2) 2”
Centrifugal Pumps, gas • Pressure Washer,
2300PSI, gas • Pressure Washer, electric 220 volt
• Welder/Generator, gas • KNAACK Gang Box • (2)
2-Part Lifting Chains • Miter Saw • Circular Saw •
Sawsall • Wheelbarrow and Hand Digging Tools

TENNANT 95

RIDE-ON SWEEPER AND ASPHALT ROLLER

`02 & `94 CHEVY 1500’s

PICKUP TRUCKS

SHOP TOOLS AND EQUIPMENT
MILLER Thunderbolt XT, 200 Amp Welder • Transmission Jack • Hydraulic Wheel Dolly • Floor Jacks • OTC HD Jack Stands • 
Bottle Jacks • 3/4” and 1/2” Impact Sockets • 3/4” and 1/2” Impact Wrenches • Battery Chargers • Parts Washer • Oxygen/Acetylene
Torch Kit • Oxygen/Propane Torch • Manual Luber and Barrel Pumps • Drill Press • Bench Grinder • Bolt Bin

1998 INTERNATIONAL 4900 Single Axle Dump Truck, powered by
International DT466E diesel engine
and International 6 Plus, 6 speed
transmission with lo, equipped with
Crysteel 11’ steel dump body with
manual tarp, 23,000# rear axle,
14,000# front axle, double frame,
164” wheelbase, air conditioning,
cruise control, 37,000# GVWR, and
11R22.5 tires. In good condition
with good tires. 

`98 INT'L 4900

`72 AUTOCAR DC9364B

1986 MACK Model RD686S Tri-Axle Dump Truck,
powered by Mack EM6-350 diesel engine and Mack 
6 speed lo-hole transmission, equipped with Florig 12’ steel dump body with manual tarp,
44,000# rears, engine brake, tow package with air, 11R24.5 front, rear, and lift tires. In good 
condition with good tires. (Rebuilt Front Tandem Drive Axle August 2006) 

`89 PETERBILT 357

`86 MACK RD688S

SINGLE AND TANDEM AXLE DUMP TRUCKS

1988 MACK Model RD690P Single Axle Dump Truck, powered by Mack
EM6-225L, 225HP diesel
engine and Maxitorque
T2060, 6 speed transmis-
sion, equipped with Florig
11’ steel dump body, 
manual tarp, engine brake,
single frame, air condition-
ing, pintle hitch, 37,300#
GVWR, 12R22.5 front, and

11.00R20 rear tires. In good condition with good tires. 
1988 MACK Model RD690P Single Axle Dump Truck, powered by Mack
EM6-225L, 225HP diesel engine and Maxitorque T2060, 6 speed 
transmission, equipped with Florig 11’ steel dump body with manual tarp,
engine brake, pintle hitch, single frame, air conditioning, 12R22.5 front and
11.00R20 tires. In good condition with good tires. 

(2) `88 MACK RD690P

`87 MACK & `90 PACE 35 TON

JOHN DEERE Model 760 Elevating Motor Scraper, s/n 017841R,
powered by John Deere 6 cylinder diesel engine and 8 speed 
powershift, equipped with 9.5 cubic yard bowl, enclosed cab and
25.5x25 tires. In fair to good condition with good tires. (ZOOK)

JOHN DEERE 760

1997 INGERSOLL RAND Model
P130WJD, 130CFM Portable Air
Compressor, s/n 279160UGH214,
powered by John Deere diesel
engine, equipped with hi-low
pressure selector. In very good
condition with good tires. 
(740 Original Hours) (KULP)

2002 CHEVROLET Model 1500 Silverado Pickup Truck, powered by
Vortec 4.8L, V-8 gas engine and automatic transmission, equipped with
8’ bed, 105 gallon fuel tank with 12 volt pump, diamond plate cross and
side tool boxes, air conditioning, and 255/70R16 tires. In good condition.
(048,996 Original Miles) 
1994 CHEVROLET Model 1500 Pickup Truck, powered by 4.3 liter, V-6
gas engine and automatic transmission, equipped with 8’ bed with cross
toolbox, 105 gallon fuel tank with 12 volt pump, air conditioning, and
P235/75R15 tires. In fair to good condition with good tires.

UTILITY TRACTOR, STUMP GRINDER, AND AIR COMPRESSOR

MASSEY FURGUSON Model 30 Utility Tractor, s/n Unknown, powered by
Perkins diesel engine and direct drive, 3 speed with 2 speed auxiliary,
equipped with front loader attachment with general purpose bucket, 3-point
hitch, rear PTO, 7.50x16LT front and 16.9x24 rear tires. In fair to good 
condition with fair to good tires.
3-Point Hitch Attachments (Sold Separately): 5’ Brush Cutter • 4’ Rotovator
• HERD Broadcast Seeder, 3-Bottom Plow • Sub-Soil Plow • Tow Behind Roller

TENNANT Model 95 Sweeper, s/n 95-4036, 
powered by Continental 4 cylinder gas engine and
hydrostatic transmission, equipped with 4’ broom,
24” round side curb broom, ROPS canopy, light
package, and sold tires. In good condition with
good tires. (KULP)
GALION Model S8-12A Tandem Roller, 
s/n Unknown, powered by International 6 cylinder
gas engine and hydrostatic transmission,
equipped with 53” split front drum, 54” rear drum,
and water system with front and rear spray. 
In good condition. (KULP)

MASSEY FURGUSON 30

`97 IR 130CFM

1986 VERMEER Model 2465 Stump Grinder, s/n 1VR0191H2G1000749, 
powered by Wisconsin 65HP
gas engine, equipped with  40”
carbide tipped cutting wheel,
horizontal travel, mounted on
single axle carrier with pintle
hitch tow. In fair to good condi-
tion. (DOUBLE A)

`86 VERMEER 2465


