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ABSOLUTE AUCTION

PA Auction License No: AY000281 • While information is believed to be accurate, all items will be sold “As-Is, Where-Is” without guarantee or warranty. A physical inspection is suggested.

Notice: Nestlerode Contracting, Inc. has been offering the very best in bridge building construction services since 1958 and will continue to offer these 
services throughout Pennsylvania. They have decided to liquidate equipment that is surplus to their present needs. Everything in the auction is owned by 
Nestlerode Contracting and will sell to the highest bidder regardless of price!
Location: Nestlerode Contracting shop/yard facility located at The Piper Memorial Airport in Lock Haven, Pennsylvania.  
(Please Note: There will be NO LIVE BIDDING onsite)
LIVE, VIRTUAL AUCTION: This auction is being conducted via LIVE, VIRTUAL ONLINE ONLY. There will be NO LIVE BIDDING FROM THE SITE. 
ADDITIONALLY, there will be NO PAYMENTS accepted at the auction site! Payment must be paid either by wire transfer or credit card.
Terms: Complete payment immediately after receipt of invoice by wire transfer or credit card only. Credit card payments will be charged a 3% processing fee.
Online Bidding: Live internet bidding will be provided by Proxibid. Proxibid will charge an Internet Service Provider Fee of 5% to the successful internet 
bidder for items over $10,000 and 10% for items $10,000 and under, for each lot purchased on-line. All bidders are required to register to bid through 
Proxibid.
Sales Tax: Since this contractor is selling items not normally sold in the course of his business, the Commonwealth of Pennsylvania considers this an 
isolated sale and does not require the auction company to collect sales tax.
Inspection: Items will be available for inspection one week prior to sale day, starting on January 5, 2022 from 8:00am until 4:00pm with the exception of 
Saturday and Sunday, January 8th and 9th at which time the site will be closed.
Removal: After complete payment, items may be removed sale day until 4:00pm. Items may also be removed Thursday and Friday, January 13th and 14th 
and Monday thru Wednesday, January 17th thru January 19th, from 8:00am until 4:00pm. All items must be removed no later than Wednesday, January 19, 
2022 at 4:00pm.

Sale Site Phone: (800) BID-N-BUY • Sale Site Fax: (888) 859-8958 

Full Photo Library Available
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WOODWORKING EQUIPMENT AND DIMENSIONAL LUMBER CONTRACTORS TOOLS AND SHOP EQUIPMENT

END DUMP, ASPHALT PAVER, AND PORTABLE GENERATOR

1998 GRIZZLY Model 95912, Z Series, Heavy Duty 
Wood Spindle Shaper, powered by 5HP single phase electric 
motor, equipped with power feeder powered by 1/2 HP, 220 volt 
electric motor • 1998 GRIZZLY Model G1066, 24” Drum 
Sander, s/n 89001518, powered by 240 volt single phase 
electric • GRIZZLY Model G1018, 8” Jointer, s/n 537601, 
powered by 240 volt single phase electric • 1996 GRIZZLY 
Model G1030 Dust Collector, s/n 8521013, powered by 220 
volt single phase 3HP electric motor • 1” Cherry, Oak, and Pine 
Lumber Consisting of: 7’ to 12’ random lengths and 4” to 8” 
widths (Lumber Will Be Sold in One Lot and Buyer Must Load; 
In-Absentia - Located Approximately (40) Miles North of Lock 
Haven in Tamarack, Pennsylvania)

1995 MILLER Bobcat 225G Plus 
Welder/Generator, s/n KF766377, 
Onan 16HP gas engine (Purchased 
New) • 1995 MILLER Bobcat 225G 
Plus Welder/Generator,  
s/n KF766703, Onan 16HP gas engine. 
(Purchased New) • Portable Welder/
Generator, 1 cylinder diesel engine (Relay 
Needs Replaced) • (4) HOMELITE 
3,000 Watt Gas Powered Generators 
• (2) HONDA EB3500 Gas Powered 
Generators • AMT 3” Portable Trash Pump • (2) HOMELITE 3” Trash Pumps •  
(2) WACKER PT3, 3” Trash Pumps • FLYGT 4” Electric Submersible Pump, with 
starter box • WACKER GVR151Y Foot Compactor • WACKER BS60Y Foot Compactor 
• STIHL FS110 String Trimmer • HUSQVARNA 223L String Trimmer • (2) GILSON 

Sample Screen Shakers • GILSON Splitter 
• Sieve Shaker • (2) Georgia Buggies
(2) GORMAN RUPP Model T4A605-B/F, 
4” Transfer Pumps, s/n 1529887N and 
s/n 152988N, powered by 15HP, 3 phase 
electric motors, equipped with Hayward 
butterfly valves. In good condition.
(2) UNUSED TOSHIBA 20HP, 3-Phase, 256T 
Frame Electric Motors  

CATERPILLAR/DJB Model D22 Articulated End Dump, s/n 22DB3906, powershift 
transmission and 26.5x25 tires. In good condition with fair to poor tires. (Complete Parts 
Truck With The Exception of Engine) 
1981 BARBER GREENE Model SB131 Rubber Tired Asphalt Paver, s/n 378, 
powered by John Deere 4 cylinder diesel engine and hydraulic drive, equipped with 10’ to 
20’ propane heated vibratory screed, dual operator stations, and 16.00x24 tires. In poor 
condition with fair to poor tires. 
1989 INGERSOLL RAND Model E-50W-C, 50KW Portable Generator,  
s/n 176126U89801, powered by Cummins 4BT3.9G diesel engine, equipped with 
215/75R15 tires. In good condition with good tires. (Engine Good; Not Making Electric) 
(Purchased New) 

`98 GRIZZLY SPINDLE 
SHAPER

CONTRACTORS TOOLS

(2) GORMAN RUPP PUMPS
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NO MINIMUMS • NO RESERVES

CRAWLER CRANES, CONVENTIONAL TRUCK CRANES,
AND ROUGH TERRAIN CRANE

1971 BUCYRUS ERIE Model 30B 
Super, 60 Ton Crawler Crane, 
s/n 132715, powered by Detroit 6-71 
diesel engine, equipped with main 
and auxiliary hoists, 120’ pin together 
angle boom consisting of 40’ basic 
and (4) 20’ inserts, 30’ jib, 2-piece 
rear counterweight, Johnson 3-sheave 
hook block, overhaul ball, air controls, 
independent boom hoist, chain drive 
extendable tracks, and 36” smooth 
pads. In good condition with good 
undercarriage. 

1965 BUCYRUS ERIE Model 30B 
Super, Series 3, 50 Ton Crawler 
Crane, s/n 126459, powered by 
Cummins HRF61P diesel engine, 
equipped with main and auxiliary hoists, 
90’ pin together angle boom consisting 
of 40’ basic, (2) 20’ and (1) 10’ inserts, 
2-piece rear counterweight, 3-sheave 
hook block, overhaul ball, air controls, 
independent boom hoist, chain drive 
extendable tracks, and 36” smooth 
pads. In good condition with good 
undercarriage.

1964 BUCYRUS ERIE 
Model 30B Series 3, 50 Ton 
Conventional Truck Crane,  
s/n 125648, powered by Cummins 
HRF61P diesel engine, equipped 
with main and auxiliary hoists, 
150’ pin together tubular angle 
boom, 2-piece rear counterweight, 
(2) removable outrigger boxes, air 
controls, mounted on Hendrickson 
8x4 carrier, powered by Waukesha 
6 cylinder diesel engine and Fuller 
4 speed transmission with 3 speed 
auxiliary, 14.00x20 tires. In good 
condition with fair to good tires. 

1967 MANITOWOC Model 2900T 
Series 2, 70 Ton Conventional 
Truck Crane, s/n 29182, powered 
by Cummins NTC300 diesel 
engine, equipped with main and 
auxiliary hoists, 160’ pin together 
tubular angle boom, 60’ jib, single 
rear counterweight, front bumper 
counterweight, Johnson 3-sheave hook 
block, overhaul ball, air controls, (2) 
removable outrigger boxes, mounted 
on 8x4 carrier, powered by Cummins 
NTC 230 diesel engine and 4 speed 
transmission with 3 speed auxiliary.  
In good condition with good tires. 

1978 P&H Model Omega 18, 
18 Ton Rough Terrain Crane, 
s/n 43990, powered by Detroit 4 
cylinder diesel engine and powershift 
transmission, equipped with 26.23’ - 
62.23’, 3-section hydraulic boom, 22’ 
swing away jib, single hoist, 3-sheave 
hook block, anti-two block, (4) hydraulic 
outriggers, and 16.00x24 tires. In good 
condition with fair to poor tires. 

`71 BUCYRUS ERIE 30B SUPER, 60 TON

`64 BUCYRUS ERIE 30B S3, 50 TON

`78 P&H OMEGA 18, 18 TON

`65 BUCYRUS ERIE 30B SUPER, S3 50 TON

`67 MANITOWOC 2900T S2, 70 TON

PILE HAMMERS, CRANE ATTACHMENTS, AND RIGGING

HYDRAULIC EXCAVATORS AND ATTACHMENTS

CRAWLER TRACTOR AND MOTOR GRADER

2005 ICE Model I12 Diesel Pile Hammer,  
s/n ZZ20050528B, equipped with 92’ of leads. In good 
condition. (Purchased New) 
ICE Model 32S Diesel Pile Hammer, s/n 102  
(No Leads) (Hoses Need Replaced) (Purchased New) 
MKT Model 9B3 Pneumatic Pile Hammer, s/n 10240, 
equipped with 2” hose, oiler, and head. (No Leads) 
OWENS 1/4 Cu Yd Clam Bucket • Headache Ball • Fairlead 
(Bucyrus Erie 30B) • 11’ to 15’ Heavy Duty Cable Slings 
• Lifting Slings, with 
hooks • Cable and 
Chain Spreaders • (2) 
CLAMP-CO F35 Beam 

Lifters • (5) Heavy Duty Shackles • Assorted Rigging 
• Heavy Duty Ratchet Binders • (200’) 1-1/8” Wire 
Rope • Multiple Multi-Part Bridles

1999 CATERPILLAR Model 330BL Hydraulic 
Excavator, s/n 6DR02803, powered by Cat 3306B 
diesel engine and hydraulic drive, equipped with 10’6” 
dipper stick, 48” digging bucket, enclosed ROPS cab with 
heat and air conditioning, and 33.5” TBG pads. In good 
condition with good undercarriage. (Purchased New) 

2000 CATERPILLAR 
Model 325BL 
Hydraulic Excavator, 
s/n 2JR02630, powered by Cat 3116 diesel engine and 
hydraulic drive, equipped with 10’ dipper stick, 42” 
digging bucket, hydraulic coupler, auxiliary hydraulics, 
enclosed ROPS with heat and air conditioning, 
and 31.5” TBG pads. In good condition with good 
undercarriage. (Purchased New) 
1990 CATERPILLAR 

Model 235C Hydraulic Excavator, s/n 5AF00971, 
powered by Cat 3306 diesel engine and hydraulic drive, 
equipped with 11’6” dipper stick, 52” digging bucket, 
enclosed ROPS cab, and 30” TBG pads. In good condition 
with good undercarriage. (Approximately 3,000 Hours 
on Out of Frame Engine Rebuild by Cleveland Brothers) 
(Purchased New) 
2004 GRADALL Model XL4300 II Rubber Tired 
Excavator, s/n 0210017494, powered by John Deere 
6 cylinder diesel engine and hydraulic drive, equipped 
with 2-section rotating boom, hydraulic leveling, 9’ 
backfill blade, 66” cleanup bucket, enclosed ROPS 
cab with heat and air conditioning, and 10.00x20 
tires. In good condition with fair to poor tires.
CAT 48” Digging Bucket (Cat 330BL) • 60” Trench 
Bucket (Gradall) • 42” Digging Bucket (Gradall)

1994 CATERPILLAR Model D4HXL Series III 
Crawler Tractor, s/n 8PJ00690, powered by Cat 
3304 diesel engine and powershift transmission, 
equipped with 6-way straight blade, differential 
steering, ROPS post with canopy, drawbar, and 20” 
SBG pads. In good condition with good to very good 
undercarriage (pads fair). (Purchased New) 
1981 CATERPILLAR Model 12G Motor Grader, 
s/n 61M08451, powered by Cat 3306D diesel engine 
and powershift 

transmission, equipped with 12’ fully hydraulic 
moldboard, front scarifier, enclosed ROPS cab 
with heat, and 14.00x24 tires. In good condition 
with fair to good tires. (Main Pump Resealed 
3/12/2021) 

`05 ICE I12

`99 CAT 330BL

`90 CAT 235C

`00 CAT 325BL

`04 GRADALL XL4300 II

RIGGING

`94 CAT D4HXL SERIES III

`81 CAT 12G
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RUBBER TIRED LOADER AND TRACTOR LOADER BACKHOE

JEEPS AND TRAVEL TRAILER

OVERHANG BRACKETS AND FORMS

DUMP TRUCKS AND FUEL TRUCKS

LOWBOY AND TAG-A-LONG TRAILERS

GENERATOR AND LIGHT PLANT

WALK BEHIND ROLLERS AND RIDING MOWERS

1989 CATERPILLAR Model IT28B 
Rubber Tired Loader, s/n 1HF01291, 
powered by Cat 3204 diesel engine and 
powershift transmission, equipped with 
general purpose loader bucket with bolt-on 
cutting edge, hydraulic coupler, auxiliary 
hydraulics, enclosed ROPS cab with heat, and 
17.5R25 tires. In good condition with fair to 
good tires. (Approximately 4,300 Hours on 
Engine Rebuild by Cleveland Brothers) 

1999 CATERPILLAR Model 416C, 
4x4 Tractor Loader Extend-A-Hoe, 
s/n 4ZN18984, powered by Cat 4 cylinder 
diesel engine and powershift transmission, 
equipped with general purpose loader 
bucket with bolt-on cutting edge, 24” 
digging bucket, enclosed ROPS cab with 
heat, 12.5/80-18 front and 19.5Lx24 rear 
tires. In good condition with good tires. 
(Purchased New)
48” Fork Attachment (Cat IT28)

1999 JEEP Wrangler Sport Jeep, powered 
by 4.0L gas engine and 5 speed transmission, 
equipped with sky jack suspension, rollbar, 
removeable hard top, and 33x12.50R15 tires. In 
fair to good condition with good tires.  
(Bad Frame) (No Current Inspection) 
1984 JEEP Model CJ7 Renegade 4x4 
Jeep, powered by 6 cylinder gas engine 
and automatic transmission, equipped with 
31x10.50R15 tires. In fair to good condition with 
fair to good tires. (No Current Inspection) (Runs Rough) 
1999 FLEETWOOD Wilderness GL26T Tandem Axle Travel Trailer, equipped with 
queen bed, head, stove, microwave, sink, AC/gas refrigerator freezer, sofa and chair, (2) man 
doors, (2) propane tanks, electric brakes, (4) manual leveling jacks, 7,300# GVWR, and 
205/75R15 tires. In fair condition with good tires. 

Overhang Brackets: (264) WILSON 
Type A Adjustable Bridge Overhang 
Brackets Consisting of: (12 racks) of (22) 
brackets per rack.

Parapet Forms: (38) 33”x10’ Parapet 
Forms Consisting of: (6 racks) of (6) forms 
per rack plus (2) additional; (3) 33”x7’ 
Parapet Forms, with rack

EFCO Column Forms: 48”: (3) 12’; (3) 4’; 
and (1) 2’ • 42”: (1) 12’ and (6) 6’ • 36”: (2) 
12’; (7) 4’; (2) 2’; and (1) 1’
EFCO Form Accessories: (94) 7’5”x5.5” 
EFCO Form Walers • Assorted Size EFCO 
Form Walers, She Bolts • Shoes

1985 AUTOCAR Tandem Axle Dump 
Truck, powered by Cummins NTC300NP, 
300HP diesel engine and Fuller 8LL, 10 speed 
transmission, equipped with 14’ steel dump 
body, spring/beam suspension, and 11R24.5 
tries. In fair to good condition with good tires. 
1985 AUTOCAR Tandem Axle Dump 
Truck, powered by Cummins NTC300NP, 
300HP diesel engine and Fuller 8LL, 10 speed 
transmission, equipped with 14’ steel dump 
body, spring/beam suspension, and 11R24.5 
tires. In good condition with good tires.
1972 INTERNATIONAL Loadstar 1800 Single Axle Fuel Truck, powered by V-8 
gas engine and 5 speed transmission, equipped with 1,800 gallon fuel body, PTO pump 
with gallon indicator, electric winding hose reel, and 10.00x20 tires. In fair condition with 
fair to poor tires. (Off Road Use Only) 
1967 FORD Model F-600 Single Axle Fuel Truck, powered by V-8 gas engine and 
5 speed transmission with 2 speed rear, equipped with 1,500 gallon fuel body, PTO pump 
with gallon indicator, electric winding hose reel, and 9.00R20 tires. In fair condition with 
fair tires. (Pump Cracked; Off Road Use Only) 

1985 WITZCO Model 
Challenger RG50, 50 Ton  
Tri-Axle Lowboy Trailer, 
equipped with ground bearing 
detachable gooseneck, 22’ level 
deck, 22” transition, 8’ over 
tandems, 4’6” air ride flip up 
third axle, 96” width, spring 
suspension, 13HP gas pony motor, 
outriggers, and 11R22.5 tires. In good condition with good tires. (No Separate Title for 
Flip Axle) (New Deck) (Purchased New) 
2000 BRI-MAR Model EH16-10 Tandem Axle Tag-A-Long Trailer, equipped 
with 16’ level deck, 4’6” ramp, 83” deck width, 102” overall width, spring suspension, 
10,000# GVWR, surge brakes, and 225/75R15 tires. In good condition with good tires. 
(Purchased New) 

2000 BRI-MAR Model EH16-10 
Tandem Axle Tag-A-Long Trailer, 
equipped with 16’ level deck, 4’6” ramp, 
83” deck width, 102” overall width, 
spring suspension, 10,000# GVWR, 
surge brakes, and 225/75R15 tires. 
In good condition with good tires. 
(Purchased New)

CATERPILLAR Model SR4, 210KW 
Skid Mounted Generator, s/n 5HA04670, 
powered by Cat 3406 DT diesel engine, 
262.5KVA/480V/315.75AMP. In good 
condition. (Purchased New) 
ALLMAND Model LD30-4M2W Portable 
Light Plant, s/n 077625, powered by 
Lister 2 cylinder diesel engine, equipped 
with electric raise, (4) lights, and 205/70R15 
tires. In good condition with good tires. 
(Purchased New) 

BOMAG Model BW65S Walk Behind Roller, s/n 101100000145, powered by Hatz 1 
cylinder diesel engine and hydrostatic transmission, equipped with 25.5” smooth drums, 
crank start, and water system. In good condition. (Purchased New) 
BOMAG Model BW65S Walk Behind Roller, s/n 100120197, powered by Hatz 1 
cylinder diesel engine and hydrostatic transmission, equipped with 25.5 smooth drums, 
crank start, and water system. (Purchased New) 
JOHN DEERE Model GX325 Riding Mower, s/n M0G3258111042, powered by John 
Deere 18HP gas engine and hydrostatic transmission, equipped with 48” mower deck.  
In good condition with good tires. 
JOHN DEERE Model LT180 Riding Mower, s/n M0L180J040849, powered by John 
Deere 17HP gas engine and hydrostatic transmission, equipped with 48” mower deck.  
In good condition with good tires. 
JOHN DEERE Model STX46 Riding Mower, s/n M00STXI273438, powered by Kohler 
Command 15 gas engine and hydrostatic transmission, equipped with 46” mower deck.  
In good condition with good tires. (Missing Hood) 

`89 CAT IT28B

`99 CAT 416C, 4X4  
EXTEND-A-HOE

(2) JEEPS

OVERHANG BRACKETS

EFCO COLUMN FORMS

PARAPET FORMS

(1) OF (2) `85 AUTOCAR

`85 WITZCO CHALLENGER RG50, 50 TON

CAT SR4, 210KW

(2) `00 BRI-MAR EH16-10


